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EXPANSION VALVEMosquito trap 
installation guide 

(BAM)

STEP 1: REMOVE THE USED FILTER

1  Unscrew the cartridge in the direction shown.

2  Unclip the used filter from the cartridge.

STEP 2: FIT THE NEW FILTER

3  Clip the new filter onto the cartridge.

4  Screw the cartridge back in (opposite direction to removal).

5   Check that the lower valve is closed to avoid abnormal CO2 
consumption by giving it a quarter turn in the direction shown 
above.

For the best BAM care, we recommend changing the filter every 
year at the start of the season. 
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Changing the filter Recommendations for use

WE RECOMMEND THAT OUR CUSTOMERS FOLLOW THE 
INSTRUCTIONS IN THIS DOCUMENT TO BEST POSITION THE 
MOSQUITO TRAP AND OPTIMISE ITS EFFECTIVENESS. 

1   Look for where the mosquitoes are coming from: where are they 
coming from? From my garden, from my neighbours’ gardens, 
from the natural environment near my house?  
If the source is impossible to find, go directly to step 3.

2  Place the trap between the possible route mosquitoes take and 
the place you want to protect (patio, swimming pool, garden…) so 
that the mosquitoes are intercepted.

3  Place the trap about ten metres away from the place to protect, 
in a sunny and planted area, if possible sheltered from the 
prevailing winds, and at a distance from all watering systems.
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Caution, the bottle 
must be returned  

after a maximum of 60 
days from being collected 

from the supplier.

60
DAYS

We recommend 
stopping the machine in 

heavy rain and high winds 
in order to reduce your CO2 

consumption.

Make sure to correctly 
close the bottle when you 
disconnect it to replace it. 
The bottle must be closed 

even when empty.

Do not store the CO2 bottle 
in an enclosed area.

The mosquito trap 
is designed for exclusively 

outdoor use. If you store the 
BAM inside your house, make 

sure you have correctly closed 
the CO2 bottle  
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1  Unscrew the BAM cover lid.

2  Turn over the cover. You will see two holes. Push the BAM’s black 
CO2 supply pipe into its specific hole.

3  Pass the two lure ventilation wires through their specific hole on 
the top of the trap.

4  Fit the cover back on.

5  Insert the lure after having removed its lid. Close the cover.

Terminal blocks

Disconnected 
electric wires

1  Open the BAM rear door. 

2  Connect the ventilation electric wires to the terminals:

- Raise the terminal tab to the horizontal position.
- Insert the electric wires
- Push down the tabs to immobilise the wires.
- Check the connection by gently pulling on the wires. If the 

wires are locked, the connection is correct.

1  Connect the expansion valve to the CO2 diffusion system. 
To do this, take the black pipe from inside the trap and connect it 
to the bend on the expansion valve.

2  Screw the expansion valve onto the CO2 bottle. Screw fully and 
then tighten gently using a wrench or a size 28mm spanner.

3  Open the CO2 bottle by turning the valve. Warning, this may be 
difficult.

4  Adjust the flow of CO2: turn the black knob on the expansion 
valve until the needle is on 4L/min (red gauge) as shown on the 
pressure gauge label. Check that the needle is still on the same 
value after 24 hours.   

If you are suffering from intense mosquito activity, you can 
increase the flow 5L/min. Make sure you don’t exceed this value 
as it could have a repellent effect on the mosquitoes.

1. Installing 
the cover

2. Connection to the 
electricity supply

3. Connecting the CO2
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1  Set your BAM running times. Open the programming control box. 
You will see the programming system inside.

2  Move the cursor to the “programming” running mode.

3  To choose the running times, push the blue tabs on the left on 
the times you want. Here, we want the trap to run from 9am to 
11am (this is just an example).

4  Finally, set the current time so that the machine can re-initialise: 
Place the arrow on the corresponding time. Here, it’s 1 pm.

5. Starting up 
Connect your trap to your mains power supply, then close the 
cabinet door. Slide the electric cable into the lower part.  
You can then put it in your garden and use it.

4. Time programming
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Programmer

RUNNING 
MODES

Programming
Non-stop use

Stop

Corresponding hole

CO2 supply pipe
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Tiger mosquito lures in 
the example opposite.
The installation differs 

depending on the species 
of mosquito, please 

consult the specific lure 
instructions for more 

details.


